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PATTERN FLOOR

      

BOARD FLOOR 
BATON CHEVRON 

RISTRETTO CORTO PREMIER ELITE DESIGNER
BATON-S BATON-L CHEVRON-S CHEVRON-L

Connection TONGUE & GROOVE TONGUE & GROOVE TONGUE & GROOVE TONGUE & GROOVE TONGUE & 
GROOVE

TONGUE & 
GROOVE UNIFIT X® TONGUE & 

GROOVE UNIFIT X®  TONGUE & 
GROOVE UNIFIT X®  TONGUE & 

GROOVE UNIFIT X®  

Dimensions board 610 x 92 mm 
(24.02 x 3.62”) 

710 x 124 mm 
(27.95 x 4.88”) 

600 x 92 mm
(13.62 x 3.62”)

700 x 124 mm 
(27.56 x 4.88”)

1420 x 92 mm 
(55.90 x 3.62”)

1190 x 122 mm 
(46.85 x 4.80”)

1185 x 120 mm 
(46.65 x 4.72”) 

1190 x 150 mm 
(46.85 x 5.91”) 

1185 x 148 mm 
(46.65 x 5.83”)

1940 x 150 mm 
(76.38 x 5.91”)

1935 x 148 mm 
(76.18 x 5.83”)

1940 x 194 mm 
(76.38 x 7.64”)

1935 x 195 mm 
(76.18 x 7.67”)

Core HDF BP HDF BP HDF BP HDF BP HDF BP HDF HDF HDF HDF HDF BP HDF HDF BP HDF

 Thickness top layer 0,6 mm 3,2 mm 3,2 mm 0,6 mm 3,2 mm 3,2 mm 0,6 mm 3,2 mm 3,2 mm 0,6 mm 3,2 mm 3,2 mm 0,6 mm 3,2 mm 3,2 mm 0,6 mm 3,2 mm 0,6 mm 3,2 mm 0,6 mm 3,2 mm 0,6 mm 3,2 mm 0,6 mm 3,2 mm 3,2 mm 5,5 mm 0,6 mm 3,2 mm 0,6 mm 3,2 mm 3,2 mm 5,5 mm 0,6 mm 3,2 mm

Thickness board 10 mm 
(0.39”)

14 mm 
(0.55”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

14 mm 
(0.55”)

19 mm 
(0.75”)

10 mm 
(0.39”)

14 mm 
(0.55”)

10 mm 
(0.39”)

14 mm 
(0.55”)

14 mm 
(0.55”)

19 mm 
(0.75”)

10 mm 
(0.39”)

14 mm 
(0.55”)
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Collection 01
Trendy colors 

with lacquer finish

European 11

Essence 19

Mineral 20-21

Littoral 14

Silk 15

Desert 18

Umber 17

Terra 16

Golden 12-13

Collection 02
Trendy colors 
with oil finish

optional Scratched or Aged

Natural 28-29

Corn 23

Polar 27

Pure 24-25

Snow 30

Shade 31

Copper 26

Maroon 23

Collection 03
Reactive stains with 

high quality lacquer finish

Gamay 34-35

Cabernet 36

Pinot 37

Collection 04
Reactive stains 

with matt uv-oil finish
optional Scratched or Aged

Muscat 46

Chablis 40-41

Sauvignon 42

Elixir 47

Santal 43

Malbec 45

Bouchalès 44

Collection 05

Multiple reactive stains 
with high end oil finish

optional Scratched or Aged

Degas 52

Gauguin 53

Matisse 50-51

Chagall 58

Caillebotte 56-57

Monet 54-55

Renoir 59

Cézanne 60-61

RN

RL Rustic Light

Rustic Nature
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Overview
all possibilities 
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THE PERFECT 
FINISH AND A 

LONG LIFETIME 

INTELLIGENT ACCESSORIES 
FOR A PERFECT FINISH

FINISHING

Cabbani skirting boards are available in 35 colors.  
Skirting dimensions: 2150 x 80 x 12 mm  (84.6 x 3.2 x 0.47 ”)

Pre-painted skirtings with round  
edge on top, 69 mm high.

Dimensions: 2150 x 69 x 12 mm 
 (84.64 x 2.71 x 0.47”)

PRE-PAINTED SKIRTINGS

Profiles are intended to create an elegant transition or to take 
up height differences. Our useful profiles can be used for 3 
applications: as an end profile, adjustment profile or transition 
profile.
Profile dimensions: 2150 x 47 x 11  mm  (84.6 x 1.9 x 0.4”)

VENEER SKIRTINGS

PROFILES
1 profile, 3 applications
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Cabbani parquet can also be used to finish 
stairs. We have developed solid tread nosing 
specifically for this application in all 35 colors 
from our product range.

2 versions: 

with floating installation 

SILENT UNDERLAY (2 mm thick, 20m²/roll):  
•  This premium underlay guarantees a maximum sound absorption and offers a 

contact sound insulation improvement of at least 20 dB. 
•  Smooths out slight irregularities in the subfloor.
•  Has an integrated moisture barrier. Also use our waterproof tape for perfect 

moisture protection.
•  Suitable for radiant heating.

BASIC UNDERLAY (2 mm thick, 20m²/roll): 
•  This affordable and high-quality underlay guarantees a comfortable sound 

absorption and offers a contact sound insulation improvement of 19 dB.
•  Smooths out slight irregularities in the subfloor.
•  Has an integrated moisture barrier. Also use our waterproof tape for perfect 

moisture protection.
•  Suitable for radiant heating.

WATERPROOF TAPE: It is vital to protect your wooden floor from rising 
moisture. We strongly recommend only using our own, thoroughly tested 
waterproof tape to affix Cabbani subfloors to each other. This is the only way 
to guarantee adequate protection against moisture.

TREAD NOSING

SUBFLOORS

Dimensions : 
2400 x 40 x 10 / 14 / 18,5 mm 
(94.5 x 1.6  x 3/8”, 1/2" or 3/4")

Dimensions : 
2400 x 60 x 10 / 14 / 18,5 mm 
(94.5 x 2.4 x 3/8”, 1/2” or 3/4”)

MAINTENANCE

www.cabbani.com

MAINTAINING FLOORS 
WITH OILED FINISH

The oil we apply to our floors contains natural 
pigments and oils that may only be treated with our 
Cabbani maintenance and cleaning products.

For daily maintenance and long-lasting protection 
of your oiled floor, it is best to use a soft broom or vacuum cleaner, followed by cleaning with 
‘Cabbani parquet soap’. To thoroughly refresh a dulled parquet and bring back its silky 
lustre, it is best to use ‘Cabbani maintenance oil’ in concentrated form.

If your floor looks dull due to trodden-in and caked-on dirt, ‘Cabbani intensive cleaner’ 
is the solution. This provides a deep cleaning that also removes some oil, which is why it is 
necessary to treat with ‘Cabbani maintenance oil’ in concentrated form afterward.

If you have underfloor heating, ‘Cabbani maintenance oil’ must be applied at least twice per 
year to nourish the wood adequately.

You can read our full maintenance instructions at www.cabbani.com/en/downloads.

It is important to avoid damaging the lacquer when 
cleaning Cabbani floors with a lacquered finish. That 
is why we recommend using our ‘Cabbani cleaner’. 
This has been specially developed to remove dirt 
safely while protecting the wood.

‘Cabbani cleaner’ is available in concentrated version 
and must first be diluted with water. To add an extra 
wear layer to your floor and to avoid or mask micro 
scratches we advise you to use our ‘Cabbani Polish‘. 
The ‘Cabbani Polish‘ provides extra protection and 
helps prevent the adherence and build up of dirt.

MAINTAINING FLOORS 
WITH LACQUERED FINISH

KEEP YOUR FLOOR IN GOOD CONDITION
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TEST METHODE

HDF CONTREPLAQUÉ BOULEAU

10H06 14H 14P 19P

WOOD VENEER 
FLOOR COVERING

Domestic usage classification EN 14354 1/1/2005 Class 23 Class 23 Class 23 Class 23

Domestic usage classification UPEC (indicatif) U25P2 U25P3 U25P3 U25P3

FLOOR COVERING 
PARQUET

Commercial usage classification XP B53-669 2012-02 Class 31 Class 31 Class 31 Class 33

Commercial usage classification UPEC (indicatif) not suitable U3P2 U3P2 U35P3

Warranty Cabbani 15 years 15 years 15 years 15 years

Marking CE EN 14342 and EN 14354 certified certified certified certified

GENERAL 
PROPERTIES

Moisture Content EN 322 < 11% < 11% < 11% < 11%

Dimensions floorboard EN427/EN428 BATON-S T&G 610 x 92 x 10 mm  
(24.02 x 3.62 x 0.39”) 

610 x 92 x 14 mm 
(24.02 x 3.62 x 0.55”)

610 x 92 x 14 mm 
(24.02 x 3.62 x 0.55”)

-

BATON-L T&G 710 x 124 x 10 mm 
(27.95 x 4.88 x 0.39”) 

710 x 124 x 14 mm 
(27.95 x 4.88 x 0.55”) 

710 x 124 x 14 mm 
(27.95 x 4.88 x 0.55”) 

-

CHEVRON-S T&G 600 x 92 x 10 mm 
(13.62 x 3.62 x 0.39”) 

600 x 92 x 14 mm 
(13.62 x 3.62 x 0.55”) 

600 x 92 x 14 mm 
(13.62 x 3.62 x 0.55”) 

-

CHEVRON-L T&G 700 x 124 x 10 mm 
(27.95 x 4.88 x 0.39”) 

700 x 124 x 14 mm 
(27.95 x 4.88 x 0.55”) 

700 x 124 x 14 mm 
(27.95 x 4.88 x 0.55”) 

-

RISTRETTO T&G 1420 x 92 x 10 mm 
(55.90 x 3.62 x 0.39”) 

1420 x 92 x 14 mm 
(55.90 x 3.62 x 0.55”) 

1420 x 92 x 14 mm 
(55.90 x 3.62 x 0.55”) 

-

CORTO
T&G 1190 x 122 x 10 mm 

(46.85 x 4.80 x 0.39”) 
1190 x 122 x 14 mm 

(46.85 x 4.80 x 0.55”)
- -

UNIFIT®X 1185 x 120 x 10 mm 
(46.65 x 4.72 x 0,39”)

1185 x 120 x 14 mm 
(46.65 x 4.72 x 0.55”)

- -

PREMIER
T&G 1190 x 150 x 10 mm 

(46.85 x 5.91 x 0,39”)
1190 x 150 x 14 mm  

(46.85 x 5.91 x 0.55”)
- -

UNIFIT®X 1185 x 148 x 10 mm 
(46.65 x 5.83 x 0,39”)

1185 x 148 x 14 mm 
(46.65 x 5.83 x 0.55”)

- -

ELITE
T&G 1940 x 150 x 10 mm 

(76.38 x 5.91 x 0.39”) 
1940 x 150 x 14 mm 

(76.38 x 5.91 x 0.55”) 
1940 x 150 x 14 mm 

(76.38 x 5.91 x 0.55”)
1940 x 150 x 19 mm 

(76.38 x 5.91 x 0.75”)

UNIFIT®X 1935 x 148 x 10 mm 
(76.18 x 5.83 x 0.39”) 

1935 x 148 x 14 mm 
(76.18 x 5.83 x 0.55”)

- -

DESIGNER
T&G 1940 x 194 x 10 mm 

(76.38 x 7.64 x 0.39”) 
1940 x 194 x 14 mm 

(76.38 x 7.64 x 0.55”)
1940 x 194 x 14 mm 

(76.38 x 7.64 x 0.55”)
1940 x 194 x 19 mm 

(76.38 x 7.64 x 0.75”)

UNIFIT®X 1935 x 195 x 10 mm 
(76.18 x 7.67 x 0.39”) 

1935 x 195 x 14 mm 
(76.18 x 7.67 x 0.55”)

- -

Top layer thickness EN 429 0,6 mm 3,2 mm 3,2 mm 5,5 mm

Deviation of squareness EN 324-2 ≤ 0,5 mm ≤ 0,5 mm ≤ 0,5 mm ≤ 0,5 mm
Cup in width direction EN 14354 1,5 % 1,5 % 1,5 % 1,5 %

Flatness deviation 4 % 4 % 4 % 4 %

Internal bond EN 319 >1,3 N/mm² >1,3 N/mm² >1,3 N/mm² >1,3 N/mm²

Veneer glueing adhesion EN 204/205 ≥1 N/mm² ≥1 N/mm² ≥1 N/mm² ≥1 N/mm²
Density EN 323/EN 672/EN 436 > 850 kg/m3 > 850 kg/m3 > 780 kg/m3 > 780 kg/m3

Weight/sqm 8,5 kg 12 kg 12 kg 15 kg

CLASSIFICATION
PROPERTIES

Thickness distension EN 13329 annex G ≤8 % ≤8 % ≤8 % ≤8 %
Resistance to abrasion EN 112,73.XX > 3000 revolutions > 3000 revolutions > 3000 revolutions > 3000 revolutions

Resistance to impressions EN 1534 ≥30 N/mm² ≥20 N/mm² ≥20 N/mm² ≥20 N/mm²
Adhesion off the Lacquer/Olli (cross cut) EN ISO 2409 Class <2 Class <2 Class <2 Class <2

Chemical resistance EN 423/part2 grade 4* grade 4* grade 4* grade 4*

ADDITIONAL 
PROPERTIES

Level of gloss DEC-005 5% (matt) 5% (matt) 5% (matt) 5% (matt)

Color Fastness EN 105-B02 grade >6 grade >6 grade >6 grade >6

Underfloor heating ok ok ok not suitable

Heat flux EN 12667 0,140 W/mK 0,172W/mK 0,168 W/mK 0,166 W/mK

Thermal Resistance EN 12667 0,073 m²K/W 0,081 m²K/W 0,083 m²K/W 0,114 m²K/W

Acoustic improvement (sound impact) EN140-8/EN717-2(Ln,w) 56 dB 64 dB 64 dB 60 dB

Reduction of impact sound EN140-8/EN717-2 (∆Lw) 19 dB 15 dB 15 dB 16 dB

Biological durability EN 335-1 /EN335-2 Classe 1 Classe 1 Classe 1 Classe 1

SAFETY 
PROPERTIES

VOC loss EN 664 <2,1 % <2,1 % <2,1 % <2,1 %

Formaldehyde emmissions E1 (EN717-1)  Class E1 (<0,13 ppm)  Class E1 (<0,13 ppm)  Class E1 (<0,13 ppm)  Class E1 (<0,13 ppm)

Formaldehyde emmissions E1 (EN717-2) Class E1 (<3,5 mg/m³h) Class E1 (<3,5 mg/m³h) Class E1 (<3,5 mg/m³h) Class E1 (<3,5 mg/m³h)

Fire resistance and smoke generation EN 13501-1 D1Bfls1 D1Bfls1 D1Bfls1 D1Bfls1

Fire resistance EN 14342 DFLs1 DFLs1/M4 DFLs1/M4 CFLs1/M3

VOC loss FCBA A+ A+ A+ A+

Slip resistance (measured dry) DIN 51131 Class R11 (average) Class R11 (average) Class R11 (average) Class R11 (average)

Slip resistance (when measured wet) EN 1339-2003 (pendule) Class ≥15 (USRV) Class ≥15 (USRV) Class ≥15 (USRV) Class ≥15 (USRV)

Technical specs



Cabannes SAS 
Le Cabaret
17210 Chevanceaux-Frankrijk
tel +32 56 52 88 49 
info@cabbani.com

www.cabbani.com

© Decospan 2022/2 - Nothing from this brochure may be reproduced without written prior permission..
Please note that the information in this brochure may be outdated and a new version may already have been issued. That is why we 
recommend you to always consult our website to download the most recent version. The photos of the different wood species, as 
shown in this brochure, are a representation of a unique part of wood and are not binding for future deliveries. 
Decospan is committed to the continuous improvement of its products and services, therefor the actual products may differ from 
the products and pictures in this brochure. Decospan disclaims any liability pursuant to the variations that may occur between the 
products and pictures in this brochure and the actual products. All content in this brochure is for information purposes only and no 
rights can be obtained therefrom. 


